
Overview of  Power Operated Chucks 

1 Versatile Base Model Chucks

2 Design Chucks

has three models 

　　　  has designed many different types of specialty chucks.

Depending on your specific type of application and/or size, shape, and weight of your workpiece,
　　　  can offer to design and build a custom chuck.

Examples:
・ Want to avoid the troubles of cutting chips or shorten maintenance time? ⇒ Sealed Chucks
・ Need to reduce labor time during setup changes? ⇒ SMED System, U‐Chuck, K‐Chuck
・ Need a chuck specifically for mounting onto a machining center table? ⇒ Stationary Chuck(STC), RS6J
・ Looking for small‐sized, power operated chucks? ⇒ USS Chuck
・ Need a special chuck for a non‐round or irregular sized part? ⇒ Multi‐Jaw Chuck, 2‐Jaw Chuck

　　　  can design and build you a custom chuck, to meet the needs of your specific application.
Please consult with an            application specialist to discuss your requirements.

Choose it according to 
your purpose, in reference to 
the picture on the right.
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Closed Center Type

Through-Hole Type

Closed Center Type

Through-Hole Type

Parts for Chucks

Construction Drawings & Parts Lists

Application Examples

List of the System

Three Jaws

Two Jaws

Three Jaws

Six Jaws

Z-0 General Purpose Model

ZL-0 Long Stroke

HH for Large Diameter Workpieces 

HH6J for Large Diameter & Thin Workpieces

ZJ for Square Bars & Peculiar Shaped Workpieces

ZJ - Big Bore   Swallowing Clamp

Z for General Purpose & High Speed Rotation

Z - Big Bore for General Purpose & Big Dia. Bar

QJC(Ⅱ)   Exchange Jaws in Short-Time

GH & GX High Speed & High Accuracy / GX: Pull-Down Structure

AJC Auto Jaw Exchange

U Ultra Long Stroke

He High Rigidity / Double Slide Key

HeX High Rigidity / Double Slide Key /Pull-Down Structure 

Replacing an existing chuck

Importance of using the correct lubricant

  

RNKP for Space-Saving  

ZKP for High-Speed Rotation

AVKP Air Cylinder

Soft Jaws

Hard Jaws & T-Nuts

Z / He / HH Power    Operated Chucks

RNKP / ZKP / AVKP Hydraulic & Air Cylinders

*Closed center model is possible as optional order.

*Closed center model is possible as an optional order.

spec.:P.19

spec.:P.18

spec.:P.17

*Closed center model is possible as optional order.

MMK is preparing both short tapered type and straight type for a main-spindle as to each machine tool makers.

1 2

Features of　　　 　　　　 Power Operated Chucks

 SMED SYSTEM

List of 　　　 Chucks

General Purpose Model・Serration Jaws

Heavy Cutting Model / Serration Jaws
Master Jaws：Double keys

GH：High-Speed Rotation & High-Accuracy Model
　   Cross-Key Jaws
GX：GH with structure of pulling-down slantingly /
　   Cross-Key Jaws

GH
GX

He

Z

HeZ

Only at

Only at

QJC(Ⅱ) Quick Jaw Exchange 

GH&GX High Speed & High Accuracy

AJC Auto Jaw Exchange System

Versatile Base Model Chucks & Design Chuck

List of  　　　Cylinders

for versatile use: 

 

↑

for High-
Accuracy

Notes: Those jaws of 　　　 & 　　　 are compatible.
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High-Rigidity

High-Speed Rotation

High-Accuracy

Large-Sized

General Purpose Model

Numbers of Jaw

Long-Stroke

Ultra-Long-Stroke

High-Repeatability Jaw Exchange

Two by Two Driving Force

Auto Jaw Exchange

Quick Jaw Exchange

Sealed

Stationary / non-rotation

Compensating

Slant Pull-Down

Swing Pull-Down

Power-bar Pull-Down

Swivel Pull-Down

Vertical Pull-Down

Steel Body

Outer Gripping

Lining

for Coolant-Through

for Turning

for Milling & Drilling

for Robot-Loader

Closed Center

Thru-Hole

Serration Jaw

Cross-Key Jaw

Special formed Jaw & Others

Double Slide Master Jaw

Wedge

Scroll

Cam Lever

Finger

Cam Slot

Power Bar

Power Swing

Rack & Pinion

Hydraulic Motor Drive

Build-in Cylinder

Corresponding Sizes                

Peculiarity

・Function
Structure

・Specification
Application
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Corresponding Sizes                

Peculiarity

・Function
Structure

・Specification
Application

Characteristics Characteristics

Chucks Line-up Chucks Line-up

Versatile Base Model Chucks Design Chuck
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Sealed Chuck 
(Waterproof & Chips-Proof)

AJC
(Auto Jaw Exchange)

QJC
(Quick Jaw Exchange)

U Chuck
(Ultra Long Stroke)

USS
(Small-sized Chuck)

KW4J
(Two Motion Chuck)

PS
(Power Swing Chuck)

PG
(Swing & Centering)

PBH
(Pull-down & Guide)

STC
(Fixed Chuck for VMC)

List of 　　　 Chucks
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